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TYPE R3 SAWCUT LAYOUT DETAIL

TYPICAL CONDUIT PLACEMENT FOR LOOP muLﬁfﬁﬁ LANE EDGE
2
LEAD-IN WIRES LARGER THAN TYPE R3 SAWCUT LAYOUT DETAIL (TYP.)
BELL END BUSHING (FOR 3 TYPE R3 LOOPS)
FILL WITH EPOXY
LOOP LEAD PAIRS 1-2 | 3 |45 |68 [9-12 LEAD-IN SAWCUTS AND STUBOUT DETAIL
CONDUIT SIZE (MIN.) 1 14 1'/2 2 2'/2 DETAII_ A
TABLE A

MINIMUM AREA TO BE COVERED BY SPLICE LOOP WIRE, SEE

STD. SPEC. 9-29.3(8)

ALL DIMENSIONS ARE IN
UNLESS OTHERWISE NOTED.

INCHES

CEMENT CONCRETE CURBS
OR GUTTER- SEE STANDARD

CABLE JACKET

DETECTOR LEAD-IN CABLE

2C(S), SEE STD. SPEC.
9-29.3(7)

VINYL ELECTRIC TAPE

* GROUND DRAIN WIRE
AT AMPLIFIER ONLY

SPLICE DETAIL

SOLDERED
COMPRESSION CONNECTION
TWO LAYERS OF VINYL ELECTRIC TAPE
DRAIN WIRE =*
(FOLD BACK AND TAPE)

PLAN F-1 j

IN ROAD SURFACE (TYP.)

* SEE DETAIL A

(FOR 4 TYPE R3 LOOPS)
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MINIMUM ¥, INTO PAVEMENT.

EDGE OF
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FOR CONDUIT
STUBOUT LOCATION
SEE LOOP STUBOUT
CONDUIT PLACEMENT
DETAILS
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NOTEs SPLICE KITS SHALL BE CENTERED ON CONDUCTORS AND SUFFICIENT SLACK SHALL BE
PROVIDED THAT THE SPLICE CAN BE RAISED A MINIMUM OF 18" ABOVE GROUND LINE. CONDUIT PLACEMENT DETAILS
FILE NAME ___ S:\Al4I26\ElecTricaN\MASTER_FILES\DE TAILS\oopdet_e.D0N PLOTZ
TIME 06537346 AM SPLICE KIT REMOVED 1-14-03 | JH | REION) STATE ) FED,.AID PROJ.NO. A
DATE 01/21/2003 4 TYPE R3 SAWCUT 7-31-00] JH 3 TasH 11.02H
CORRECTED DRAIN WIRE 1-27-00] JH '7’ ENGLISH
DESIGNED BY CHNG ELEC PUTTY TO DUCT SEAL 1-3-00| JH | 408 Numeer . -
ENTERED BY PVC CHANGE, TXT EDITS 10-11-99| JH Washington State et
CHECKED BY EDIT TEXT/PK NAIL 9-20-99 | JH | conTRact na. LOCATION NO. Department of Transportation oF
PROJ. ENGR. NEW DETAIL 8-2-99 | JH
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